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  ORION 4X LED 390W / 485 W IP65 (ATEX Version also available)  

   

 

 

 

 

 

 

 

 

 

 

DESCRIPTION 

 

 

 

 

 

 

 

TECHNICAL DESIGN 

 

 

 

 

ORION 4x LED is the ideal fixture for industrial applications, in replacement of the headlights JM 1000W. The body in anticorodal extruded 

anodized aluminum, the closure system with special transparent shield in PC (or on request with tempered glass), with double seals and passive 

cooling system makes ORION 4x LED an airtight equipment (IP65, IP66 on request) suitable for all types of environments, even the most difficult, 

extremely dusty and with ambient temperatures up to 70° C (on demand).                                                                                                                             

The special design of the body with smooth radiator (ANTI-DUST PROFILE) makes sure that the dust doesn't settle on the fixture but slides away, 

guaranteeing the effective cooling of the LEDs.                                                                                                                                                                                      

This is particularly important in very dusty environments. Upon request it is also possible to make a special anti-dust treatment on the tempered 

glass in order to avoid the sediment of the dust itself. The high strength and stability of the product but at a reduced weight allows you to get a 

shock resistant product and in the same time an eco-friendly one, thanks to the use of recyclable materials. The use of special optics for the flux 

concentration, together with a dedicated mixing chamber, ensures exceptional performance even at very high heights (till 15 m and more), with 

no increase of energy consumption.  

The homogenous distribution of power LEDs along the bar (and not "focused" like many competitors do) allows a perfectly uniformity of the light 

and a drastic reduction of glare (UGR). Usually it is less than 19.5.  

The innovative "Sfiligoi Dimming System" controls the light in an intelligent and focused way and makes ORION 4x LED to be considered a 

unique fixture for its high efficiency, its maximum energy savings and its quick return on investment.  
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  DATASHEET  

 General Information 
 

 Body:   Extruded aluminum alloy 
Anticorodal 6060 (AlMgSi 0,5), anodized 

 Closing: Transparent shield, Tempered 
Glass (on request) 

 ATEX VERSION: group II Zone 2 Category 
3G; Group II Zone 22 Category 3D 

 Color:   Aluminum alloy 
 IP Code:   IP65 (not dimmable) ; IP55 

(dimmable) 
 Working Temperature:   -25°C +45°C 
 Lens:  60° - 90° / Holder 120° 
 Dimensions: 

    654x1235x62mm (390W)  
    654x1535x62mm (485W) 

 Weight:  14 Kg (390W) 
                 20 Kg (485W) 

 

 Supply 
 

 Supply Voltage:   100-240 V AC 
 Supply Frequency:   50-60 Hz 
 Dimming (Dimmable version):   0-10 V DC 
 Power supply:   High Efficiency switching 

LED Driver, MEANWELL 
 

 

  LUMINOUS INTESITY DISTRIBUTION DIAGRAM 

  

 

 

 

 

 

 

 

 

 

 

 

 

    ORION 4X / 485W (1500 mm) 

 Luminous Flux:  62200 lm 

 LED Energy efficiency:  until  160 lm/W 

 Total number of LED:  120 

 Temperature color:  5000 - 6000 K 

 LED Life:  > 70000h (L90) at 35°C 

 Power:  480 W 

 CRI > 75 

  

   ORION 4X / 390W (1200 mm) 

 Luminous Flux:  50000 lm 

 LED Energy efficiency:  until  160 lm/W 

 Total number of LED:  96 

 Temperature color:  5000 - 6000 K 

 LED Life:  > 70000h (L90) at 35°C 

 Power:  400 W 

 CRI > 75 

  

MIDDLE BEAM 
 

NARROW BEAM 
 

WIDE BEAM 
 

Please note that despite the strict quality control and testing of each single fixture carried out carefully in our factory, because of the intrinsic technology of LEDs, there could be some faults to 

single LEDs during the lifetime of the device. We guarantee the product for a period of 2 years. Warranty for LEDs is always of 2 years( 5 years on request).Tolerance +/- 10% compared to the 

initial luminous flux and wattage; tolerance of color temperature +/- 150 Kelvin compared to the nominal value.  
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